IMPORTANT:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS MD 104.00.

NOTES:

INTERMITTENT ROADWAY CLOSURES
SHOULD LAST NO LONGER THAN
15 MINUTES.

THIS TYPICAL ALSO APPLIES TO
DIVIDED UNCONTROLLED HIGHWAYS.

A PORTABLE VARIABLE MESSAGE SIGN
MAY BE USED IN LIEU OF THE FIRST
SET OF ADVANCE WARNING SIGNS.

IN CONFORMANCE WITH

STANDARDS MD 104.84.

KEY:

H B CHANNEL IZING DEVICES

l SIGN SUPPORT
———— FACE OF SIGN

{} DIRECTION OF TRAFFIC

WORK SITE

FLAGS AND FLASHING
WARNING LIGHT
ATOP SIGN

@ POLICE VEHICLE

TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

END
B ROAD WORK
‘_,A’/|/\/| d

500’

.
3
(N @
2

e ||
[~
\\
[+ 4 v
w w
b R I B
] S
o o
= I
1%] 1%}
I
Il
B peE Rt O
555555:::::§\ :
LANES
I - BLOCKED
“ | MILE
=
I -
I
ol ol — L

LANES
BLOCKED
2 MILES

SPECIFICATION | CATEGORY CODE ITEMS
104

APPROVED M

DIRECTOR - OFFICE OF TRAFFIC AND SAFETY

APPROVAL s  SHA APPROVAL * FEDERAL
REVISIONS HIGHWAY ADMINISTRATION
APPROVAL  9-10-96 | APPROVAL  9-27-96

REVISED 10-1-01 REVISED

Maryland Department of Transportation

STATE HIGHWAY ADMINISTRATION
STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES
ROADWAY CLOSURE/EXP-FREEWAY
GREATER THAN 40 MPH/OVER 12 HRS.
OR NIGHTTIME USE

| Driven.  Farel
Sm:[—ﬁghway REVISED REVISED
Administration

REVISED REVISED

STANDARD NO. MD 104.82




